ORDER WIDTH

ULTI INSULATED SECTIONAL DOOR - HIGH LIFT

(INSIDE JAMB WIDTH) MAXIMUM SIZE 8000mm WIDE x 8000mm HIGH
NOTE:
40mm THICK PANEL WITH FOAMED POLYURETHANE SEE OUR OTHER INSULATED SECTIONAL DOOR
IN BETWEEN STEEL PLATE. STANDARD COLOUR IS STYLES, STANDARD LIFT AND VERTICAL LIFT

WHITE IN SMOOTH OR STUCCO SURFACE FINISH
(OPTIONAL SELECTION OF CUSTOM COLOUR)

NOTE:
ORDER DOORS BY FINISH

TRIMMED OPENING DIMENSIONS ADJUSTABLE BRACKET WITH ROLLERS
(BETWEEN JAMB)

m FLOOR PLAN VIEW
v SCALE: 1:20 MTS.

200mm - 350mm\ ORDER WIDTH /200mm - 350mm
(INSIDE JAMB WIDTH)

TORSION MECHANISM WITH QUICK FIX SYSTEM

HIGH LIFT HEADROOM

mm A AT

HORIZONTAL TRACKS (FOR HIGH LIFT LENGTH IS
DOOR HEIGHT - 740mm)

1700

ULTI INSULATED SECTIONAL DOOR - HIGH LIFT
MAXIMUM SIZE 8000mm WIDE x 8000mm HIGH

40mm THICK PANEL WITH FOAMED POLYURETHANE
IN BETWEEN STEEL PLATE. STANDARD COLOUR IS
WHITE IN SMOOTH OR STUCCO SURFACE FINISH
(OPTIONAL SELECTION OF CUSTOM COLOUR)
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UNDERSIDE OF LINTEL

ADJUSTABLE BRACKET WITH ROLLERS
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T VERTICAL TRACKS

ORDER HEIGHT
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OPTIONAL VISION PANEL
DIMENSIONS: 635mm x 330mm
607mm x 202mm
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HINGES

HANDLE

== H CABLE BREAK PROTECTION SYSTEM m 3D VIEW
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'INSIDE VIEW - MOUNTED SIDE'

FINISH FLOOR LEVEL

2 ELEVATION VIEW

NOTE:
w CONTACT ULTI GROUP FOR ANY CUSTOMISATIONS

SCALE: 1:20 MTS. AND TO DISCUSS PROJECT SPECIFIC INFORMATION

No. Description Date

UltiGroup Ult1 Insulated Sectional Door

SPECIALIST ACCESSWAY SOLUTIONS * ° Drawn By J.ENRIQUEZ
— High Lift NSECT-HIGH.001

sales@uiltigroup.co.nz
Phone: 0800 807 753
17 McKee Street, Te Rapa, Hamilton, 3200 Scale

As indicated




