
SIDE UPRIGHTS

CLEAR OPENING WIDTH

MAXIMUM DOOR SIZE 12m WIDE x 10m HIGH

OVERALL WIDTH

HEAVY DUTY RIP-STOP PVC CURTAIN

UFD-001

2

LIFTING BELTS  (EITHER INSIDE OR OUTSIDE)

CONTROL BOX LOCATION

MOTOR

SIDE COLUMNS - POWDER
COATED GALV. STEEL
OR STAINLESS STEEL

HEAVY DUTY RIP-STOP
PVC CURTAIN

VISION PANEL
(2) ROWS STANDARD
850mm x 300mm

UPPER GUARD - POWDER
COATED GALV. STEEL OR
STAINLESS STEEL

SIDE MOTOR

WIND LOAD BARS

WINDER ROLLER

INDUSTRIAL GRADE
LIFTING BELTS

CONTROL
BOARD

13
0
0

5
10

FIXING SUPPORT REQUIRED
AT MINIMUM 1200mm CENTERS
ACROSS MAIN HEADING UNIT

ADDITION MOTOR INCLUDED
WHERE CURTAINS ARE OVER
36 sq. m
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DOOR LINE SAFETY
PHOTO BEAMS OR LIGHT
GRID TOWER BEAMS

3 PHASE EARTH AND
NEUTRAL 20 AMP, TO
AN ISOLATOR

ISOLATOR

Scale
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Phone: 0800 807 753

www.ultigroup.co.nz

sales@ultigroup.co.nz

17 McKee Street, Te Rapa, Hamilton, 3200

UltiGroup LTD, 2015c
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PLAN VIEW, ELEVATION

AND 3D VIEW

C. TEAFOE

09.15.2015

15003

Ulti-Fold Warehouse Door
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1 FLOOR PLAN

UFD-001

3 3D VIEW
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2 INTERIOR ELEVATION
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