
NOTE:
ORDER DOOR BY FINISH
TRIMMED OPENING DIMENSIONS
(INSIDE JAMB)

FASTRAX DOOR VERTICAL LIFT
MINIMUM SIZE 1524mm WIDE x 2439mm HIGH
MAXIMUM SIZE 4876mm WIDE x 4876mm HIGH

DURAMAX OR VINYL FABRIC PANEL

DIGITAL CONTROL BOX WITH VARIABLE
FREQUENCY DRIVE

POWDER COATED ALUMINUM SIDE FRAMES

(INSIDE JAMB WIDTH)

ORDER WIDTH

(INSIDE JAMB WIDTH)

ORDER WIDTH
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DIGITAL CONTROL BOX WITH VARIABLE
FREQUENCY DRIVE

FASTRAX DOOR VERTICAL LIFT
MINIMUM SIZE 1524mm WIDE x 2439mm HIGH
MAXIMUM SIZE 4876mm WIDE x 4876mm HIGH

2 HP MOTOR WITH VARIABLE FREQUENCY, CUSHIONED
MOTOR MOUNTS, TRAXION DRIVE SYSTEM - CONSISTING
OF DRIVE SYSTEM, DRIVE SPHERES AND A COMPOSITE
EDGE MATERIAL WHICH IS ATTACHED TO THE CURTAIN

OPTIONAL VISION PANEL

POWDER COATED ALUMINUM SIDE FRAMES

SOFT EDGE TECHNOLOGY

OPENING SPEED : 2.5 m/s
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UPPER TRACK

www.ultigroup.co.nz
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PLAN VIEW, ELEVATION
AND 3D VIEWFasTrax Door

Vertical Lift
-

FX-VERTICAL-001

02.12.2016

FLOOR PLAN VIEW1

- SCALE: 1:10 MTS.

ELEVATION VIEW2

- SCALE: 1:10 MTS.

3D VIEW3

-

NOTE:
CONTACT ULTI GROUP FOR ANY CUSTOMISATIONS
AND TO DISCUSS PROJECT SPECIFIC INFORMATION


